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%1 SERIES TL 3200 SWITCHES

TACT SWITCHES SMT, LED - 4.5mm x 6.8mm

TACT
SWITCHES
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FEATURES & BENEFITS
» Dual LED, SMT Design

» Ultra miniature design
(only 4.5mm x 6.8mm x 2mm)

» Single or dual color option
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APPLICATIONS/MARKETS

» Telecommunications

» Consumer Electronics

» Audio/visual

» Medical

» Testing/instrumentation

» Computer/servers/peripherals

HOW TO ORDER

ACTUATOR
("L" Dimension)

MODEL NO.

TL-3200-A-F160-R-N-Q
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SPECIFICATIONS

Contact Rating: 50mA @ 12 VDC
Life Expectancy: 30,000 cycles
Contact Resistance: 500mQ

Insulation Resistance:  100M€2 min.
Dielectric Strength: 250 VAC
Actuation Force: 160 +75/-30 grams
Operating Temperature: -25°C to 85°C

Travel: 0.25mm +0.2/-0.1mm

MATERIALS

Cover: Nylon

Actuator: LCP

Base: LCP

Terminals: Copper alloy, silver plated
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OPERATING CONTACT
FORCE MATERIAL
F160 R = Red R =Red Q = Silver
G = Green G = Green R = Gold
Y = Yellow Y = Yellow
N = None N = None
Specifications subject to change without notice.
9.3
5.00 ™ [.366in]
[.197 in]
[.ozigl)m] = [‘015.20‘”:
— OO
[133'30m] 1 ET [.zsigom]
O
.60 4 6
[.024 in] 6.30
[.248 in]
LED
2.30
[.091 in] H
| o
—7 O——o0 o—=0
2.50 RED
[.098 in] 200 +O—®—O-
T I [.079 in] +® SR 5 -
| = i o—&—=06
4.50
M [177in] T
LED Specifications | Units | Green | Red | Yellow
Forward Current mA 30 15 20
Forward Voltage \ 1.7-26 | 1.7-26 | 1.7-2.6
Luminous Intensity
@ 20mA mcd 6 4 5

Fax: 763-531-8235



